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CONVENIENT FOR HOME APPLICATIONS

Reel-to-reel voice cables are offered to professional sound system 
installers, stores and advanced audiophiles who prepare their audio 
systems themselves.

GREAT COPPER QUALITY AND CONDUITY

We offer basic and most commonly used lengths and thicknesses of two-
wire cables.

SPECIFICATIONS

Conductors material:
Cross sectional area:

SPEAKER CABLE 
2x4 mm (100m) / 2x2,5mm (100m)
High purity OFC copper
4,0 mm², 2,5 mm²

Insulation
Cable markings
+/- recognition
Connectors type:
Length:
EAN (2x4mm, 100m):
EAN (2x2,5mm, 100m):

Transparent jacket
Visible mark on ea. 1 m
Yes
N/A
Roll 100 m

Description

5903402873720
5903402873713

Professional accessories

SPEAKER CABLES ON ROLL
TOP QUALITY MATERIALS AND GREAT PERFORMANCE

Wilson offers only the best quality, oxygen free copper cables from 
recognized suppliers. Both, the insulation materials used and the construction 
of each cable meet the highest industry and quality standards. 

We have taken care to ensure optimum performance functions as well as best-
selling lengths and packaging forms. 

http://www.wilson-hifi.eu/
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